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FEATURES:

Relay or SSR output

pRocess Indicator
programmable Tel.: 877-798-7287

www.z-trauq.com

ESM 3700N

CONNECTIONS:

SPECIFICATIONS:

² Universal input accepts 0-60mV, 0-1V, 0-10V, 0/4-20mA DC

² 12vdc sensor supply output

² SPDT relay output

² Large 4 digits display

² Password protection

² Manual or Automatic reset from fault

² User adjustable Low & High limits

² Scale from -1999 to 9999

² Moveable decimal point

² LED status indicators

² Teach function

²  ProKey*: transfer parameters or RS485 com. port

Compact remote station:
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ORDERING INFORMATION:
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115 Vac (+15%) 50/60Hz

24 Vac/dc (+15%) 50/60Hz

Please specify

Supply Voltage

Output

SSR output driver max. 28mA,15Vdc

SPDT relay 5A resistive @ 250Vac

Complete the model number with the 
appropriate suffix.

eg. ESM 3700N-42001 for a digital indicator 
requiring 115VAC auxiliary supply voltage and 
having a SPDT relay output.

Operating temperature:. 0 - 50°C
Humidity: . . . . . . . . 0 - 90% non condensing
Protection: . . . . . . . Nema 4X
Dimensions: . . . . . . 77W x 35H x 62.5D mm
Display: . . . . . . . . . 4 LED, 10mm tall
Power consumption: . . 2VA

RELATED PRODUCTS:

Distributed by:

Convert DC amps to mVdc 
analog signal that can 
easily be read by the 
ESM3700N

Shunts

AC & DC Current Transducers

Standard and Bi-Polar 
+300 Amps sensing in 
solid and split core 
versions.

Signal Isolators, Converters, Conditioners & Duplicators

Loop or auxiliary supply powered.
Typical examples:
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the average of the last 2, 4, 8 or 16 measurements

Display the actual value
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ProKey*

4
5 230 Vac (+15%) 50/60Hz
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* 2 models: ProKey
to transfer parameters

& ProKey RS485
 for com. via RS485
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FONCTIONS:

sortie relais ou SSR
indicateur de procedé

CONNEXIONS:

CARACTÉRISTIQUES:

² Entrée universelle pour 0-60mV, 0-1V, 0-10V, 0/4-20mA CC

² Inclus une alimentation 12vcc pour un détecteur

² Sortie relais simple inverseur ou à semi-conducteurs

² Grand affichage DEL

² Mot de passe

² Réarmement manuel ou automatique

² Haute et basse limites réglables

² Échelle fonctionelle de -1999 à 9999

² Point décimal déplaçable

² Fonction programmation une touche

² Indicateurs d'état

²  ProKey*: transfert des paramètres ou com. via RS485

Poste d’observation à distance:

POUR COMMANDER:

Compléter le numéro de modèle avec le 
suffixe approprié.

eg. ESM 3700N-42001 pour un indicateur 
numérique pour alimentation à 115VCA et 
avec sortie relais.
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Température d’opération:0 - 50°C
Humidité: . . . . . . . . 0 - 90% sans condensation
Protection: . . . . . . . Nema 4X
Dimensions: . . . . . . 77L x 35H x 62.5P mm
Indicateur: . . . . . . . 4 DEL, 10mm de haut
Consommation:. . . . . 2VA

PRODUITS CONNEXES:

Tél.: 877-798-7287

Distribué par:

Convertissez un courant 
continu en mVcc lisible par 
le ESM3700N.

Shunts

Capteurs de courant ca & cc

Capteurs de courant bi-
directionnel +300Acc en 
format noyau solide ou à 
pince.

Isolateurs, convertisseurs, conditionneurs & duplicateurs

Puissance en boucle ou alimentation auxiliaire
Exemples typiques:
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Observation de la valeur à l’instant
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* 2 modèles: ProKey
transfert des paramètres 

et ProKey RS485
pour com. via RS485 

 

E

A

2

1
2

115 Vca (+15%) 50/60Hz

24 Vca/cc (+15%) 50/60Hz

Veuillez spécifier

Alimentation

Sortie

SSR (relais à semi-conducteurs)

Simple inverseur 5A res. @ 250Vca max. 

4
5 230 Vca (+15%) 50/60Hz
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