
BC FG HIA D E U V W Z

00 000 2 0 0ESM-3710-N

Product Type

0

Unit Price (USD). . . . / . / . . .

. . . . / . / . . .

A Supply Voltage

BC Input Type

E Output-1

Most Popular Products

Applicable Modules

24Vac/Vdc (-%15, +%10) 50/60Hz

24Vac (-%15, +%10) 50/60Hz

115Vac (-%15, +%10) 50/60Hz

230Vac (-%15, +%10) 50/60Hz

10-30Vdc 

J, Fe-CuNi, 0...800 °C

K, NiCr-Ni, 0...999 °C

Pt-100, -50...400 °C

Pt-100, -19,9...99,9 °C

PTC, -50...150 °C

Pt-1000, -50...400 °C

Pt-1000, -19,9...99,9 °C

NTC, -50...100 °C

Relay Output (Max. 10A@250Vac. for resistive load)

SSR Driver Output (Max.. 20mA@12Vdc)

Only controller in the box

PTC-M6L40.K1,5 PTC Air probe with 1,5m silicone cable and metal protection tube

PTCS-M6L30.K1,5 PTC Liquid probe with 1,5m silicone cable, 1/8” fittingnut and metal protection tube

NTC-M5L20.K1,5 NTC Air probe with 1,5m silicone cable and silicone protection tube

ESM-3710-N.5.18.0.1/00.00/2.3.0.0       -50...100 °C Input type “NTC” with NTC probe, relay output

ESM-3710-N.5.05.0.1/00.00/2.0.0.0       0...800 °C Input type “Fe-CuNi”, relay output

ESM-3710-N.5.12.0.1/00.00/2.1.0.0       -50...150 °C Input type “PTC” with PTC Air probe, relay output

RS-485 MODULE         RS-485 Communication Interface

PROKEY                       Programming Module (easy upload & download module)
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Heating / Cooling
Controller
- 4 Digits Display

- TC, RTD, NTC Input or PTC Input (Must be specified when ordering)

- Adjustable temperature offset

- ON/OFF temperature control

- Selectable heating or cooling function

- Selection of operation with hysteresis

- Adjustable temperature offset

- Set low and high limit values
- Operation selection of compressor operates continuously,

  stops or operates periodically in case of sensor defect

- Compressor protection delays

- Adjustable internal buzzer according to sensor defect status.

- Password protection for programming section

- Installing parameters using Prokey

- Remote access, data collecting and controlling with Modbus RTU
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V Ordered temperature probe is supplied together with the controller in the box

ESM-3710-N.5.05.0.2/00.00/2.0.0.0       0...800 °C Input type “Fe-CuNi”, SSR diver output
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